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Dimensions subject to allowable manufacturing tolerances.  
PRS Return System reserves the right to change any of the above information without prior notice.

PRS4
1100 X 1300 MM

SPECIFICATIONS
CHARACTERISTICS OWNERSHIP USAGE
 A full wooden pallet for the chemical and
polymer industry based on CP dimensions.
Pallet only available as HT (heat treated
ISPM15). All pallets issued by PRS Return
System are inspected and where necessary
repaired according to strict PRS specifications.

PRS pallets always remain property of PRS
Return System, part of Faber Halbertsma Group, 
and must be returned upon request.

Used in PRS pooling system.
FFS bags, irregular octabins, FIBC‘s.

MATERIAL HEIGHT TOP DECK BOTTOM DECK APERTURE HEIGHT APERTURE WIDTH
Controlled range of
quality corniferous
timber.

138 mm 1300 x 1100 mm 1200 mm x 1000 mm Short side
Long side

98 mm
102 mm

Short side
Long side

320 mm
430 mm

WEIGHT LOAD CAPACITY* COLOUR MARKINGS SHORT SIDE PAINT
+/- 18 kg Payload 1375 kg Green board ends. •   Left block contains HT 

mark. (always applicable)
•   Centre block contains 

‘Property PRS’ mark.
•   Right block contains  

Manufacturer code.

Water based paint that  
complies with the relevant
European legislation.
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*  indicative, subject to 
customer approval


